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The BoxPC-128M is a compact, featured-pack industrial wall mount computer designed for
various space critical industrial applications requiring computing power, fanless operation, low
operating voltage, low power consumption, flexible I/O configuration, extreme reliability and
ruggedness, long product life support. Featuring low voltage Intel® Celeron/Pentium® M
processor, BoxPC-128M delivers superior CPU/ Thermal performance. A foot print of only 11.56"
x 3.95"x 8.00", the rugged BoxPC-128M can be mounted inside machinery or other equipment/
housing, or standalone by wall mount. It accepts 12~19VDC of power supplies (DC-power
in)and choice of CFC SSD drive and 2.5" HDD. Two RS-232, six USB 2.0 ports meet most of
industrial I/O interface requirements; one Mini-PCI and one PCI slot are available for further
expansions.

Designed to offer maximum computing power in the most efficient footprint possible, the
BoxpC-128 is fully customizable, offering a range of processing engines, storage,
connectivity and I/O configurations that allow integrators to put scalable computing power,
exactly where needed. The BoxPC-128 offers feature sets designed to target vertical market
applications like video, automation and machine control.

Features:

Fanless, extreme reliability and ruggedness

Support Intel® Celeron/Pentium® M processor

12~19VDC operating voltage

Intel Gigabit Ethernet controller on board

Two serial, six USB 2.0 ports

Specifications
 CPU Socket:  Micro FCPGA

CPU:  Intel® 400MHz FSB Celeron-M® or Pentium-M® 4 processor

CPU Front Side Bu:  400MHz

Chipset:  Intel® 855GME chipset

L2 Cache:  CPU integrated

BIOS:  Award ACPI BIOS on 4M-bit Flash ROM- Flash EEPROM update utility available

System Memory:  One 184-pins DDR DIMM, up to 1GB memory capacity

VGA:  855GME integrated Extreme Graphics 2 engine

Gigabit LAN:   Intel 82540 controller.- Compliant with IEEE802.3
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3D Audio:  ALC655 3D AC97 Audio CODEC

Super I/O:  Winbond W83627 controller Support:- 2 x Serial ports, 1 x Parallel port (SPP/EPP/

ECP), 1 x PS2 KB and 1 x Mouse

Storage Interface:  Optional 2.5" HDD and Compact Flash

USB:  Supports 6 USB ports, USB 2.0 compliant

Power Requirement:  12VDC / 6A

Operating Temperature:  0 ~ 50oC (32 ~ 122oF)

Storage Temperature:  -20 ~ 60oC (-4 ~ 140oF)

Storage Humidity:  10~95%

Dimensions:  11.56" (W) x 3.95" (H) x 8.00" (D)
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